PART 211
General Prohibitions

Effective date: November 28, 1967

. Last revision: August 11, 1983
- Sec. Sec. . -
211.1 PDefinitions 211.3 Visible ermissions limited
211.2 Air pollution prohibited 211.4 Volatile organic compcunds
prohibited

Section 211.1 Dpefinitions. (a) Asphalt. The dark
brown to black cementitious material (solid, semisolid, or ligquid in
censistency) of which the main constituents are bitumens whieh occur
naturally or as a residue of petroleunm refining.

(b)- Cutback asphalt. Any asphalt which has been
liguified by Dblending with petroleum solvents (diluents) or, in the
case of some slov cure asphalts (rocad oils), which have been produced
directly from the distillation of petroleunm.

. (¢c) Penetrating prime coat. An application of low
viscosity asphalt to an absorbent surface in order to prepare it for
Faving with an asphalt concrete.

<=ig-iivi= Alr pollution prohibited. No person shall
cr a issions of air contaminants to the outdoor are of
such guantity, acteristic or duration whig ¢ injurious to
Ruman, plant eor anima or which unreasonably
interfere with the comforta of 1life or property.
Notwithstanding the exj r gquality standards or
enission limit s prohibition applies, but linited to, any
partic » fume, gas, mist, odor, smoke, vapor, -1 oxiec eor
terious emission, either alone or in combination with others:

oyment

Section 211.3 Visible emissions limited. Except as
permitted by a specific part of this Subchapter and for open fires for
vhich a restricted burning permit has been issued, no person shall
cause or allow any air contamination source to emit any material
having an opacity equal to or greater than 20 percent (6 minute
average) except for one continuous 6é-minute period per hour of not
more than 57 percent cpacity. .

' 211.4 Volatile organic compounds prohibited. (a) The
use of volatile organic compounds to liquefy asphalt used for paving
is prohibited, except for:

(1) asphalt used 4n the production of long-life
stockpile material for pavement patching and repair;

(2) asphalt applied at lov ambient temperature frem
October 16th to May 1st; and




(3) asphalt used as @ penctrating pisne cost for the
purpose of preparing an untreated absorbent surface to Teceive an

asphalt surface.

{b) The amount of volatile organic compounds in
emulsified asphalt, as determined by testing methods ©f the ASTM
(American Society for Tosting anéd Materials), may not exceed the
following amounts in percent by weight:

- (1) 2 percent for. ASTM grades R§-1, £$~-1, &E~1h,

. ¢cS$$=1, and C55~-1h;

lzf 3 percent for ASTM qudll. R§-2, CPrS-1, CRE-2,
KFRS~2, and HFES-2h; - :

(3) 10 percent for ASTM grades MS$-2 and KFMS-2; and

(4) 212 percent for ASTM grades CM5-2 and CMS=-2h.




